
- Since 1946 -

Insulated Carriage Style Garage Doors

THERMA ELITE

A New Generation of Garage Doors 

Model D206S



Therma Elite Construction 

Window Mullion, no joints,
attractive detailing, crisp corners

Energy Efficient Thermal 
Barrier Joint Seal

Tongue & Groove Weather 
Joint with Thermal Break

Aluminum retainer
with loop-type vinyl astragal

Beautiful wood grain embossing 
with smooth beveled overlay

Model D108S

The Therma Elite is Northwest Door’s new HYBRID garage door.  We start with our Therma Tech II (R10.4) garage door 
with its time-proven sandwich construction.  Galvanized, prepainted and wood grain embossed interior and exterior steel
skins are pressure laminated to a 2” thick CFC-free expanded polystyrene core, forming an energy saving Thermal 
Break.  The result is in an extremely strong garage door with great thermal efficiencies.  We mechanically attach and 
permanently adhere a precision cut 1/2” Extira® brand exterior grade smooth wood composite overlay to the door face 
to create an attractive high quality carriage style garage door.   All exposed areas between the overlay and the exterior 
door skin are sealed with weather proof caulking, then both a primer and a final coat of high quality exterior enamel paint
are applied for added protection.

We have engineered a new beveled overlay profile which gives the Therma Elite a distinctive and pristine look unlike 
any other garage door.  Utilizing special engraving programming with a beveled profile, allows for unmatched quality.  No
inside rounded corners that are typical with CNC tooling.  CNC precision cut with expert workmanship. 
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New 
High Definition

Beveled Overlay Profile! 

Overlay is caulked,
sealed, primed and 

finish painted!

Crisp
  corner, 
no joint!




